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Yung Li 
2012.7.18

Edition

A

32/∮0.202±0.005

7.0± 0.15

Any Color

NA

0.8mm

0.58mm

Marking:

Material

        Jacket
Minimum Average Thickness

Minimum Thickness at any point

Overall Diameter(Approx)

Color

    Core Assembly

NA

PVC

A1-Mylar Foil

         Drain

Mylar Foil

Material

Construction

Size

Material

Construction

NA

Assembly Pair

Filler

0.60mm

Material

Minimum Average Thickness

Minimum Thickness at any point

Identification

Diameter

Blue,Brown,Yellow/Green

Annealed Bare Copper

Style

Size

      PVC FLEXIBLE CORDS
Document  No

YL-V01004

 Page

 1/2H05VV-F   3G  1.0mm2

      Conductor

3-Core

     Insulation

Core Twist

0.48mm

YUNG  LI  CO.,  LTD
SPECIFICATION

1. Standard:   IEC  60227  IEC 60228

                                        Item              Specification

2. Construction & Dimension

3G  1.0mm2

2.50 ± 0.10

       Taping

      Shielded

NA

NA

NA

NA

IEMMEQU  Q04083     A004049 60227 IEC 53(RVV) 300/500V    SU01027-4002

  2

Yung  Li Co., Ltd. H05VV-F 3G  1.0mm   VDE   NF-USE 1347

SS
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Yung Li 

2012.7.18

Edition

A

70±4℃  X 1hr ≦ 50%

Graph:

YL--V01004
      PVC FLEXIBLE CORDS

 Document  No

4.Electrical & Physical Properties

H05VV-F  3G 1.0mm2

 2/2

Rating Voltage

SPECIFICATION

                                Item                    Specification

Insulation Resistance(AT 70℃)

Dielectric Strength

70℃  300/500V

0.010MΩ/Km    Min

 Insulation 80~120% (80℃x168hrs)

80~120% (80℃x168hrs)

2.0mg/cm2 (max)

Page

Tensile Strength

Elongation

Tensile Strength

Elongation

AC  2.0 KV / 15 min   No Brcak

Spark Test 5.0KV

Unaged
1.02 kgf/mm2 min

150% Min

150±2℃ x 1hr No Crack

Deformation Test

Cold Bend Test

Heat Shock Test 

 -15℃  x 4hr No Crack

Aged 

Loss of mass Test

Unaged
Tensile Strength

Elongation

Loss of mass Test 2.0mg/cm2 (max)

Jacket
Aged 

Tensile Strength 80~120% (80℃x168hrs)

Elongation 80~120% (80℃x168hrs)

150% Min

1.02 kgf/mm2 min

YUNG  LI  CO.,  LTD

Conductor resistance(AT 20℃) 19.5Ω/Km  MAX

Style

Size

PVC JACKET(被覆)

COPPER CONDUCTOR(導体)

PVC INSULATION(絕緣)

















 

DEMKO CERTIFICATE 

Certification Manager 
Jan-Erik Storgaard 

 The product and production sites listed on the certificate comply with the D-mark requirements and the UL Global Service 
Agreement, with reference to Terms and Conditions for the D mark. The Owner of the certificate is entitled to use the δδδδ  or  for 
cables <<<<DEMKO>>>>, for the products listed on the certificate and manufactured at the production sites listed. UL has to be informed 
in writing about any changes to the product or production site in accordance with the Term and Conditions of the D mark. The 
validity of the certificate is shortened if the EU legislation require re-testing and re-certification due to new standards or 
amendments coming into force before the expiry date. 

Certification Body  UL International Demko A/S, Borupvang 5A, DK-2750Ballerup, 
Denmark, Tel. +45 44 85 65 65, info.dk@ul.com 
www.ul-europe.com  

   

 
 

 
 

   
Certificate No.  D-00818 

Page  1/3 
Date of Issue  2012-01-06 

   
Certificate Holder  YUNG LI CO LTD 

DA PU INDUSTRIAL ZONE 
CHANG PING TOWN 
DONGGUAN, 523571 GUANGDONG China  
 

Manufacturer  YUNG LI CO LTD 
DA PU INDUSTRIAL ZONE 
CHANG PING TOWN 
DONGGUAN, 523571 GUANGDONG China  
 

Production site  YUNG LI CO LTD 
DA PU INDUSTRIAL ZONE 
CHANG PING TOWN 
DONGGUAN, 523571 GUANGDONG China  
 
 

Certified Product  Non-rewirable Two-pole plug with dual earthing contacts 
Model  YP-23 

Trademark  
 

 

Rated Voltage / Frequency  250  V~ 
Rated Current / Power  16 A 

Insulation Class  - 
Degree of protection (IP)  20 

Tested acc. to  DS/IEC 60884-1:2004+A1:2007, SB 107-2-D1(ed.5) 
Test Report No.  11CA62852 issued on 2012-01-05 

 
Additional  See Page 2 

Expire date  2022-01-06 



 

A p p e n d i x  D E M K O  C E R T I F I C A T E  
 
 

 
Certification Body 

 
 UL International Demko A/S, Borupvang 5A, DK-2750Ballerup, 

Denmark, Tel. +45 44 85 65 65, info.dk@ul.com 
www.ul-europe.com 

 

 
 

                                                                                               
Certificate No.  D-00818 
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Date of Issue  2012-01-06 

 
Additional Information: 
 
YP-23 with cord  
H03VV-F 3G 0.75 mm²,  
H05VV-F 3G 0.75, 1.0, 1.5 mm², 
H03V2V2-F 3G 0.75 mm²,  
H05V2V2-F 3G 0.75, 1.0, 1.5 mm², 
H05RR-F 3G 0.75, 1.0, 1.5 mm²,  
H05RN-F 3G 0.75, 1.0, mm², 
H07RN-F 3G 1.0, 1.5 mm² 
 
Standard Sheet: C4 (CEE 7: VII) 

 
This certificate replaces the certificate No. 311020-02 issued 2003-04-30. 
 
UL International Demko A/S has issued a new certificate due to revise address of Applicant, Manufacturer and Factory. 
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