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2 | YP-32 PVC PLASTIC:50P 15g/PC
Approved Date
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6 | YC-12 INNER BODY 1PC >20.042.0 | Cat. No. YP-32/YC-12 PN, GPC-3212-XXYYY
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YUNG LI CO.,LTD

SPECIFICATION
-Li D t N
Yung-Li | g PVC FLEXIBLE CORDS oeument ™o
2019.08.23 V01244
Edition i Page
A Size HO5VV-F 3G 1.0/ SJT 17X3C/ HVCTF 3x1.25 12

1. Standard: 1EC 60227

IEC 60228 & UL 62 UL 1581 & JIS C3306

2. Construction & Dimension

Item Specification
Size 17AWG
Conductor Material Annealed Bare Copper
Construction 32/ § 0.18+0.002
Material PVC
Minimum Average Thickness 0.76mm
Insulation Minimum Thickness at any point 0.69mm
Diameter 3+0.05
Identification Blue,Brown,Yellow/Green
Core Twist 3-Core
Core Assembly Filler NA
Assembly Pair NA
Taping Mylar Foil NA
Shielded Al-Mylar Foil NA
Drain Wire Material NA
Construction NA
Material NA
Minimum Average Thickness 0.9mm
Jacket Minimum Thickness at any point 0.7mm
Overall Diameter(Approx) 8.4+ 0.1
Color Any Color
MARKING:

Yung Li Co., Ltd. HO5VV-F 3G 1.0mif <JVDEC> C€ SAA-190646-EA [€ SU01027-4002
@ A004049 60227 IEC 53(RVV) 300/500V c(UL)us E241374 SIT 3/C 17AWG(1. 04mm*) 105°C
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YUNG LI CO., LTD

Yung-Li Document No
Style PVC FLEXIBLE CORDS
2019.08.23 V01244
Size HO5VV-F 3G 1.0/ SJT 17X3C/ HVCTF 3x1.25
A 212
3.Electrical & Physical Properties
Item Specification
Rating Voltage 300V
Maximum Temperature Rating 105°C
Conductor resistance(AT 20°C) 19.1Q0/Km MAX
Insulation Resistance(AT 70°C) 0.010MQ/Km Min
Dielectric Strength AC 20KV /15 min No Brcak
Spark Test 5.0KV
. 2 -
Unaged Tensile Strength 1.02 kgf/mm~ min
. Elongation 150% Min
Insulation
Aged Tensile Strength Min 85%(136+1°C x168hrs)
Elongation Min 65%(136+1°C x168hrs)
. 2 -
Unaged Tensile Strength 1.02 kgf/mm* min
! o M
Jacket Elongation 150% Min
Aged Tensile Strength Min 85%(136+1°C x168hrs)
Elongation Min 45%(136+1°C x168hrs)
Deformation Test 70+4°C X 1hr = 50%
Cold Bend Test -20°C x 4hr No Crack
Heat Shock Test 1504+2°C x 1hr No Crack
Graph:
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ELBZ7.E152635 - Cord Sets and Power-supply Cords
Certified for Canada

Cord Sets and Power-supply Cords Certified for Canada

See General Information for Cord Sets and Power-supply Cords Certified for Canada

YUNG LICO LTD E152635
7F-12 NO 99 SEC 1 XINTAI 5TH RD
XIZHI DISTRICT
NEW TAIPEI, 22175 TAIWAN
Power-supply cords
Electrical
ANSI/NEMA Cord Cord Rating
Cat. No. WD6 Config AWG Type Amps V
YP-11 1-15 18/2 | SPT-1, SPT-2, SPT-3, NISPT-2, SVT, SVTO, SJT, SITW, SJTO, 7 or 10/125
SJTOW (All TPE material), SPT-1, SPT-1W, NISPT-1, SPT-2,
SPT-2W, NISPT-2, SPT-3, HPN, SVT, SVTO, SJT, SJTW, SJTO,
SITOW, SV, SVO, SJ, SIO, SJOW, SJOOW, EVT, EVIT, EVE, EVJE
17/2 | SVT, SVTO (All TPE material), SVT, SVTO, SV, SVO, SJ, SJO, 12/125
SJOW, SJOOW, EVT, EVJT, EVE, EVJE
16/2 | SPT-2, SPT-3, NISPT-2, SVT, SVTO, SJT, SITW, SJTO, SJTOW 13/125
(All TPE material), SPT-2, SPT-2W, NISPT-2, SPT-3, SVT, SVTO,
SJT, SITW, SJTO, SJITOW, SV, SVO, SJ, SJO, SJIOW, SJOOW,
EVT, EVJT, EVE, EVJE
16/2 | HPN 15/125
14/2 | SPT-3, SJT, SJTW, SJTO, SITOW (All TPE material), SPT-3, SJT, 15/125
SJTW, SJTO, SITOW, SJ, SJO, SJIOW, SJOOW, EVT, EVJT, EVE,
EVJE
YP-11W 1-15P 18/2 | SPT-1, SPT-2, SPT-3, NISPT-2, SVT, SVTO, SJT, SJTW, SJTO, 7 or 10/125
SJTOW (All TPE material), SPT-1, SPT-1W, NISPT-1, SPT-2,
SPT-2W, NISPT-2, SPT-3, HPN, SVT, SVTO, SJT, SJTW, , SITO,
SJTOW, SV, SVO, SJ, SJO, SJOW, SJIOOW, EVT, EVJT, EVE, EVJE
17/2 | SVT, SVTO (All TPE material), SVT, SVTO, SV, SVO, SJ, SJO, 12/125
SJOW, SJOOW, EVT, EVJT, EVE, EVJE
16/2 | SPT-2, SPT-3, NISPT-2, SVT, SVTO, SJT, SITW, SJTO, SJTOW 13/125
(All TPE material), SPT-2, SPT-2W, NISPT-2, SPT-3,SVT, SVTO,
SJT, SJTW, SJTO, SITOW, SV, SVO, SJ, SJO, SJIOW, SJOOW,
EVT, EVJT, EVE, EVJE
16/2 | HPN 15/125
14/2 | SPT-3, SJT, SJTW, SJITO, SITOW (All TPE material), SPT-3, SJT, 15/125
SITW, SIJTO, SITOW, SJ, SJO, SJOW, SJOOW, EVT, EVIT, EVE,
EVJE
https://ig.ulprospector.com/zh-cn/profile?e=29725 1/34
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14/3

SJT, SJTW, SITO, SITOW, ST, STW, STOW, SPT-3 (All TPE
material), SJT, SJTW, SITO, SITOW, ST, STW, STOW, SO, SOW,
SOOW, SPT-3, EVT, EVJT, EVE, EVIE

15/250

12/3

SJT, SJTW, SITO, SITOW, ST, STW, STOW, SPT-3 (All TPE
material), SJT, SJTW, SITO, SITOW, ST, STW, STOW, SO, SOW,
SOOW, SPT-3, EVT, EVJT, EVE, EVIE

15/250

YP-31

IEC C8

18/2

SVT, SVTO, SIT, SITW, SITO, SITOW, SPT-1, SPT-2, NISPT-2
(All TPE material), SVT, SVTO, SJT, SJTW, SITO, SITOW, SV,
SVO, SJ, SJO, SJOW, SJIOOW, SPT-1, SPT-1W, SPT-2, SPT-2W,
NISPT-1, NISPT-2, EVT, EVJT, EVE, EVJE

7/125,
2.5/250

YP-32, YP-
32L, YP-
32L-1, YP-
32L-2, YP-
32L-3

I[ECC14

18/3

SVT, SJT, SJITW, SITO, SITOW, ST, STW, STOW (All TPE
material, Shielded and Non-shielded for all types), SVT, SJT,
SJTW, SJTO, SITOW, ST, STW, STOW, SJ, SJO, SJOO, SJIOW,
SJOOW, SO, SO0, SOW, SOOW (Shielded or Non-shielded
for all types), EVT, EVJT, EVE, EVJE

2.5 7or
10/125 or
250

17/3

SVT, SIT, SJTW, SJTO, SITOW, ST, STW, STOW (All TPE
material, Shielded and Non-shielded for all types), SVT, SJT,
SITW, SITO, SITOW, ST, STW, STOW, SJ, SJO, SJOQ, SJIOW,
SJOOW, SO, SO0, SOW, SOOW (Shielded or Non-shielded
for all types), EVT, EVJT, EVE, EVJE

10, 12/125 or
250

16/3

SIT, SJTW, SJTO, SJITOW, ST, STW, STOW (All TPE material,
Shielded and Non-shielded for all types), SIT, SITW, SITO,
SJITOW, ST, STW, STOW, SJ, SJO, SJOO, SJIOW, SJOOW, SO,
SOO, SOW, SOOW (Shielded or Non-shielded for all types),
EVT, EVJT, EVE, EVJE

13/125 or
250

15/3

SJT, SJTW, SJTO, SITOW, ST, STW, STOW (All TPE material,
Shielded and Non-shielded for all types), SIT, SITW, SITO,
SJITOW, ST, STW, STOW, SJ, SJO, SJOO, SJOW, SJOOW, SO,
SOO, SOW, SOOW (Shielded or Non-shielded for all types),
EVT, EVJT, EVE, EVJE

14/125 or
250

14/3

SJT, SJITW, SITO, SITOW, ST, STW, STOW (All TPE material,
Shielded and Non-shielded for all types), SIT, SJITW, SITO,
SITOW, ST, STW, STOW, SJ, SJO, SJOO, SIOW, SIOOW, SO,
SO0, SOW, SOOW (Shielded or Non-shielded for all types),
EVT, EVJT, EVE, EVIJE

15/125 or
250

YP-12D

5-15

18/3

SVT, SJT, SJT Shielded, SJTW, SJTO, SITOW (All TPE material),
SVT, SJT, SJT Shielded, SITW, SJTO, SITOW, EVT, EVIJT, EVE,
EVJE

7 or 10/125

16/3

SVT, SJT, SJT Shielded, SJTW, SJTO, SJTOW (All TPE material),
SVT, SJT, SJT Shielded, SITW, SJTO, SITOW, EVT, EVJT, EVE,
EVJE

13/125

14/3

SVT, SJT, SJT Shielded, SJTW, SJTO, SJTOW (All TPE material),
SVT, SJT, SJT Shielded, SITW, SJTO, SITOW, EVT, EVJT, EVE,
EVJE

15/125

YP-32A

[EC C14

18/3

SVT, SJT, SJT Shielded, SJTW, SJTO, SJTOW (All TPE material),
SVT, SJT, SJT Shielded, SITW, SJTO, SITOW, EVT, EVJT, EVE,
EVJE

25,7 or
10/250

16/3

SVT, SJT, SJT Shielded, SITW, SJTO, SJTOW (All TPE material),
SVT, SJT, SJT Shielded, SITW, SJTO, SITOW, EVT, EVJT, EVE,
EVJE

13/250

https://ig.ulprospector.com/zh-cn/profile?e=29725
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8/3 S, SO, SOW, SO0, SOOW, ST, STW, STO, STOW, STOO, 30/277 Vac
STOOW
YP-12R, YP- | 5-15P 18/3 | SJ, SJO, SJOW, SJOO, SJOOW, S, SO, SOW, SO0, SOOW, SVT, | 10/125
12R-1 SVTO, SJT, SJTW, SITO, SITOW, SJTOO, SITOOW, ST, STW,
STO, STOW, STOO, STOOW
16/3 | SJ, SJO, SJOW, SJOO, SJOOW, S, SO, SOW, SO0, SOOW, SIT, 13/125
SITW, SJTO, SJTOW, SJITOQ, SJTOOW, ST, STW, STO, STOW,
STOO, STOOW
14/3 | SJ, SJO, SJOW, SJOO, SJOOW, S, SO, SOW, SO0, SOOW, SIT, 15/125
SITW, SJTO, SITOW, SJITOQ, SJTOOW, ST, STW, STO, STOW,
STOO, STOOW
12/3 | SJ, SJO, SJOW, SJOO, SJOOW, SIT, SITW, SITO, SITOW, 15/125
SJTOO, SJTOOW
Special-use cord sets
IEC Electrical
320 Cord Cord Rating
Cat. No. Config AWG Type Amps V
YC-11 IEC 18 SPT-1, SPT-2, SPT-3, NISPT-2, SVT, SJT, SJTO, SJTOW, ST, STW, STOW (All 25,7 or
Cc17 TPE material), SPT-1, SPT-2, NISPT-1, NISPT-2, SPT-3, SVT, SJT, SITO, SJTW, 10/125
SJITOW, ST, STW, STOW, SO, SOW, SOOW or 250
17 SPT-3, SVT, SJT, SJTW, SJTO, SITOW, ST, STW, STOW (All TPE material), SPT- | 10,
3, SVT, SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, SO, SOW, SOOW 12/125
or 250
16 SPT-2, SPT-3, NISPT-2, SVT, SJT, SJTW, SJTO, SITOW, ST, STW, STOW (All 13/125
TPE material), SPT-2, NISPT-2, SPT-3, SVT, SJT, SJTW, SJTO, SITOW, ST, STW, | or 250
STOW, SO, SOW, SOOW
YC-12, IEC 18 SVT, SJT, SJTW, SITO, SITOW, ST, STW, STOW (Shielded and Non-shielded 25,7 or
YC-12L, C13 for all types), SPT-2, SPT-3 (All TPE material), SVT, SJT, SJTW, SITO, SJITOW, 10/125
YC-12L- SJ, SJO, SJOO, SJIOW, SJOOW, ST, STW, STOW, SO, SO0, SOW, SOOW or 250
1, YC- (Shielded or Non-Shielded for above types), SPT-2, SPT-3
12L-2,
YC-12L-
3
17 SVT, SJT, SJITW, SJITO, SITOW, ST, STW, STOW (Shielded and Non-shielded 10,
for all types), SPT-3 (All TPE material), SVT, SJT, SJTW, SJTO, SITOW, ST, 12/125
STW, STOW, SJ, SJO, SJOO, SJOW, SJOOW, SO, SO0, SOW, SOOW (Shielded | or 250
or Non-shielded for above types), SPT-3
16 SIT, SITW, SJTO, SITOW, ST, STW, STOW (Shielded and Non-shielded for all | 13/125
types), SPT-3 (All TPE material), SJT, SJITW, SJTO, SITOW, ST, STW, STOW, SJ, | or 250
SJO, SJOO, SJOW, SJOOW, SO, SO0, SOW, SOOW (Shielded or Non-
shielded for above types), SPT-2, SPT-3
15 SIT, SITW, SJTO, SITOW, ST, STW, STOW (Shielded and Non-shielded for all | 10,
types), SPT-3 (All TPE material), SIT, SJTW, SITO, SITOW, ST, STW, STOW, SJ, | 14/125
SJO, SJOO, SJOW, SJOOW, SO, SO0, SOW, SOOW (Shielded or Non- or 250

shielded for above types), SPT-3

https://ig.ulprospector.com/zh-cn/profile?e=29725
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14 SIT, SITW, SJTO, SITOW, ST, STW, STOW (Shielded and Non-shielded for all | 15/125
types), SPT-3 (All TPE material), SJT, SJITW, SJTO, SITOW, ST, STW, STOW, SJ, | or 250
SJO, SJOO, SJOW, SJOOW, SO, SO0, SOW, SOOW (Shielded or Non-
shielded for above types), SPT-3
12 SIT, SITW, SJTO, SITOW, ST, STW, STOW (All TPE material, Shielded and 15/125
Non-shielded for all types), SIT, SJTW, SJTO, SITOW, ST, STW, STOW, SJ, or 250
SJO, SJOO, SJOW, SJOOW, SO, SO0, SOW, SOOW (Shielded or Non-
shielded for all types)
YC- IEC 12 SIT, SITW, SJTO, SITOW, ST, STW, STOW, SPT-3 (All TPE material), SJT, SJITW, | 15/125
12(A.C.1) | C13 SJTO, SJTOW, ST, STW, STOW, SO, SOW, SOOW, SPT-3 or 250
10 SIT, SITW, SJTO, SITOW, ST, STW, STOW (All TPE material), SJT, SITW, SJTO, | 15/125
SITOW, ST, STW, STOW, SO, SOW, SOOW or 250
YC-12C IEC 18 NISPT-2 (TPE), NISPT-2 25,7 or
C13 10/125
or 250
16 NISPT-2 (TPE), NISPT-2 13/125
or 250
YC-13 IEC 18 SPT-1, SPT-2, NISPT-2, SVT, SJT (All TPE material), SPT-1, SPT-1W, SPT-2, 2.5/250
c7 SPT-2W, NISPT-1, NISPT-2, SVT, SIT or
7/125
YC-13W | IEC 18 SPT-1, SPT-2, NISPT-2, SVT, SJT (All TPE material), SPT-1, SPT-1W, SPT-2, 2.5/250
Cc7pP SPT-2W, NISPT-1, NISPT-2, SVT, SJT or
7/125
YC-14 IEC 18 SPT-2, SVT, SVT shielded, SVTO, SJT, SIT shielded, SJTW, SITW shielded, 2.5/250
Cc5 SJTO, SJITOW (All TPE material), SVT, SVT Shielded, SVTO, SJT, SJT Shielded, or
SJTW, SJTW Shielded, SITO, SJTOW, SV, SVO, SJ, SJO, SIOW, SJOOW 7/125
SPT-2
YC-13L IEC 18 SPT-1, SPT-2, NISPT-2, SVT, SJT (All TPE material), SPT-1, SPT-1W, SPT-2, 2.5/250
c7 SPT-2W, NISPT-1, NISPT-2, SVT, SJT or
7/125
YC-13D IEC 18 SPT-1, SPT-2, NISPT-2, SVT, SJT (All TPE material), SPT-1, SPT-1W, SPT-2, 2.5/250
c7 SPT-2W, NISPT-1, NISPT-2, SJT, SVT or
7/125
YC-13C IEC 18 NISPT-2 (All TPE material), NISPT-1, NISPT-2 2.5/250
c7 or
7/125
YC-13E IEC 18 SPT-1, SPT-2, NISPT-2, SVT, SJT (All TPE material), SPT-1, SPT-1W, SPT-2, 2.5/250
c7 SPT-2W, NISPT-1, NISPT-2, SVT, SIT or
7/125
YC-14L, IEC 18 SVT, SJT, SPT-2 (All TPE material), SVT, SJT, SPT-2 2.5/250
YC-14L- | C5 or
1, YC- 7/125
14L-2,
YC-14L-
3
YC-18 IEC 16 SIT, SITW, SJTO, SITOW, SJITOOW, ST, STW, STOW, STOOW, SPT-3 (All TPE 13/125
C19 material), SJT, SJTW, SJTO, SJTOW, SITOOW, SJ, SJO, SJOO, SJIOW, SJIOOW, or 250
ST, STW, STOW, STOOW, S, SO, SOW, SOO, SOOW, SPT-3
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VD E Pruf- und Zertifizierungsinstitut

ZEICHENGENEHMIGUNG
MARKS APPROVAL

Yung-Li Co. Ltd.

Da Pu Industrial Zone, Cang Zi
Chang Ping Town
523571 DONG GUAN CITY
Guangdong
CHINA
ist berechtigt, flr ihr Produkt /
is authorized to use for their product

GeradteanschluBstecker, nichtwiederanschlieRbar
Plug connector, non-rewirable

die hier abgebildeten markenrechtlich geschiitzten Zeichen
fur die ab Blatt 2 aufgeflihrten Typen zu benutzen /
the legally protected Marks as shown below for the types referred to on page 2 ff.

oo

Geprift und zertifiziert nach /
Tested and certified according to

DIN EN 60320-1 (VDE 0625-1):2016-04; EN 60320-1:2015+AC:2016
DIN EN 60320-3 (VDE 0625-3):2015-11; EN 60320-3:2014

IEC 60320-1:2015

IEC 60320-3:2014

Aktenzeichen: 1609800-1550-0004 / 232788

File ref.:
VDE Prif- und Zertifizierungsinstitut GmbH Ausweis-Nr. 40029462 Blatt 1
VDE Testing and Certification Institute Certificate No. Page

Weitere Bedingungen siehe Riickseite und Folgeblatter /
further conditions see overleaf and following pages

Offenbach, 2010-02-19
(letzte Anderung / updated 2017-07-17 )

Zertifizierun tellg/ Cettification

’ 4

R. Nickel

VDE Zertifikate sind nur gliltig bei Veréffentlichung unter:
VDE cettificates are valid only when published on:

VDE

http://www.vde.com/zertifikat
hitp://www.vde.com/certificate



VDE Prif- und Zertifizierungsinstitut e, P
Zeichengenehmigung 40020462 2

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder
Yung-Li Co. Ltd., Da Pu Industrial Zone, Cang Zi, Chang Ping Town, 523571 DONG GUAN CITY, Guangdong,
CHINA

Aktenzeichen / File ref. letzte Anderung / updated Datum / Date
1609800-1550-0004 / 232788 / CC1/E 2017-07-17 2010-02-19

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40029462.
This supplement is only valid in conjunction with page 1 of the Certificate No. 40029462.

Gerateanschluf3stecker, nichtwiederanschliebar
Plug connector, non-rewirable

Typ(en) / Type(s)
1) YP-32
2) YP-32L
Bemessungsspannung AC 250V
Rated voltage
Bemessungsstrom 10A
Rated current
Polzahl 2-polig mit Schutzkontakt
Number of poles 2-pole with earthing contact
Bauart Normblatt E
Kind of construction standard sheet E
Ausflihrung(en) zentrale Leitungseinfihrung
Construction(s) straight cable entry

Far / for 1)

abgewinkelte Leitungseinfihrung
angled cable entry

Fur / for 2)
Warenzeicheninhaber Yung-Li Co. Ltd.
Trademark holder
Produktinformation siehe Anlage Nr. 300 + 700 + 900 vom 2017-07-17
Product information see Appendix No. 300 + 700 + 900 dated 2017-07-17

Dieser Zeichengenehmigungs-Ausweis bildet eine Grundlage fur die EG-Konformitatserklarung und
CE-Kennzeichnung durch den Hersteller oder dessen Bevollméachtigten und bescheinigt die Konformitat mit den
grundlegenden Schutzanforderungen der EG-Niederspannungsrichtlinie 2014/35/EU.

This Marks Approval is a basis for the EC Declaration of Conformity and the CE Marking by the manufacturer or
his agent and proves the conformity with the essential safety requirements of the EC Low-Voltage Directive
2014/35/EU.

Fortsetzung siehe Blatt 3/

continued on page 3 &
VDE Priif- und Zertifizierungsinstitut GmbH * Testing and Certification Institute

Merianstrasse 28, D-63069 Offenbach Phone +49 (0) 69 83 06-0
Telefax +49 (0) 69 83 06-555




VDE Prif- und Zertifizierungsinstitut e, P
Zeichengenehmigung 40020462 3

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder
Yung-Li Co. Ltd., Da Pu Industrial Zone, Cang Zi, Chang Ping Town, 523571 DONG GUAN CITY, Guangdong,
CHINA

Aktenzeichen / File ref. letzte Anderung / updated Datum / Date
1609800-1550-0004 / 232788 / CC1/E 2017-07-17 2010-02-19

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40029462.
This supplement is only valid in conjunction with page 1 of the Certificate No. 40029462.

VDE Prif- und Zertifizierungsinstitut GmbH
VDE Testing and Certification Institute
Fachgebiet CC1

Section CC1

VDE Priif- und Zertifizierungsinstitut GmbH * Testing and Certification Institute

Merianstrasse 28, D-63069 Offenbach Phone +49 (0) 69 83 06-0
Telefax +49 (0) 69 83 06-555




VDE Prif- und Zertifizierungsinstitut B e, e
Zeichengenehmigung 40029462

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder
Yung-Li Co. Ltd., Da Pu Industrial Zone, Cang Zi, Chang Ping Town, 523571 DONG GUAN CITY, Guangdong,
CHINA

Aktenzeichen / File ref. letzte Anderung / updated Datum / Date
1609800-1550-0004 / 232788 / CC1/E 2017-07-17 2010-02-19

Dieses Beiblatt ist Bestandteil des Zeichengenehmigungsausweises Nr. 40029462.
This supplement is part of the Certificate No. 40029462.

Gerateanschluf3stecker, nichtwiederanschlie3bar
Plug connector, non-rewirable

Fertigungsstatte(n)
Place(s) of manufacture

Referenz/Reference Yung-Li Co. Ltd.

30008928 Da Pu Industrial Zone, Cang Zi
Chang Ping Town
523571 DONG GUAN CITY
Guangdong
CHINA

VDE Prif- und Zertifizierungsinstitut GmbH
VDE Testing and Certification Institute
Fachgebiet CC1

Section CC1

VDE Priif- und Zertifizierungsinstitut GmbH * Testing and Certification Institute

Merianstrasse 28, D-63069 Offenbach Phone +49 (0) 69 83 06-0
Telefax +49 (0) 69 83 06-555




VDE Prif- und Zertifizierungsinstitut A
Zeichengenehmigung 40029462

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder
Yung-Li Co. Ltd., Da Pu Industrial Zone, Cang Zi, Chang Ping Town, 523571 DONG GUAN CITY, Guangdong,
CHINA

Aktenzeichen / File ref. letzte Anderung / updated Datum / Date
1609800-1550-0004 / 232788 / CC1/E 2017-07-17 2010-02-19

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40029462.
This supplement is only valid in conjunction with page 1 of the Certificate No. 40029462.

Genehmigung zum Benutzen des auf Seite 1 abgebildeten markenrechtlich geschitzten Zeichens des
VDE:

Grundlage fur die Benutzung sind die Allgemeinen Geschéaftsbedingungen (AGB) der VDE Prif- und
Zertifizierungsinstitut GmbH (www.vde.com\AGB-Institut). Das Recht zur Benutzung erstreckt sich nur auf die
bezeichnete Firma mit den genannten Fertigungsstatten und die oben aufgefiihrten Produkte mit den
zugeordneten Bezeichnungen. Die Fertigungsstatte muss so eingerichtet sein, dass eine gleichmaRige
Herstellung der gepriften und zertifizierten Ausfiihrung gewahrleistet ist.

Die Genehmigung ist so lange gultig wie die VDE-Bestimmungen gelten, die der Zertifizierung zugrunde gelegen
haben, sofern sie nicht auf Grund anderer Bedingungen aus der VDE Pruf- und Zertifizierungsordnung (PM102)
zuriickgezogen werden muss.

Der Guiltigkeitszeitraum einer VDE-GS-Zeichengenehmigung kann auf Antrag verlangert werden. Bei
gesetzlichen und / oder normativen Anderungen kann die VDE-GS-Zeichengenehmigung ihre Giiltigkeit zu
einem friiheren als dem angegebenen Datum verlieren.

Produkte, die das Biozid Dimethylfumarat (DMF) enthalten, dirfen gemall der Kommissionsentscheidung
2009/251/EG nicht mehr in den Verkehr gebracht oder auf dem Markt bereitgestellt werden.

Der VDE-Zeichengenehmigungsausweis wird ausschlie3lich auf der ersten Seite unterzeichnet.

Approval to use the legally protected Mark of the VDE as shown on the first page:

Basis for the use are the general terms and conditions of the VDE Testing and Certification Institute
(www.vde.com\terms-institute). The right to use the mark is granted only to the mentioned company with the
named places of manufacture and the listed products with the related type references. The place of manufacture
shall be equipped in a way that a constant manufacturing of the certified construction is assured.

The approval is valid as long as the VDE specifications are in force, on which the certification is based on,
unless it is withdrawn according to the VDE Testing and Certification Procedure (PM102E).

The validity period of a VDE-GS-Mark Approval may be prolonged on request. In case of changes in legal and /
or normative requirements, the validity period of a VDE-GS-Mark Approval may be shortened.

Products containing the biocide dimethylfumarate (DMF) may not be marketed or made available on the EC
market according to the Commission Decision 2009/251/EC.

The approval is solely signed on the first page.



VD E Pruf- und Zertifizierungsinstitut

ZEICHENGENEHMIGUNG
MARKS APPROVAL

Yung-Li Co. Ltd.

Da Pu Industrial Zone, Cang Zi
Chang Ping Town
523571 DONG GUAN CITY
Guangdong
CHINA
ist berechtigt, flr ihr Produkt /
is authorized to use for their product

Geriatesteckdose, nicht-wiederanschlieBbar
Connector, non-rewirable

die hier abgebildeten markenrechtlich geschiitzten Zeichen
fur die ab Blatt 2 aufgeflihrten Typen zu benutzen /
the legally protected Marks as shown below for the types referred to on page 2 ff.

oo

Geprift und zertifiziert nach /
Tested and certified according to

DIN EN 60320-1 (VDE 0625-1):2016-04; EN 60320-1:2015+AC:2016
DIN EN 60320-3 (VDE 0625-3):2015-11; EN 60320-3:2014

IEC 60320-1:2015

IEC 60320-3:2014

Aktenzeichen: 1609800-1550-0003 / 232784

File ref.:
VDE Prif- und Zertifizierungsinstitut GmbH Ausweis-Nr. 40029577 Blatt 1
VDE Testing and Certification Institute Certificate No. Page

Weitere Bedingungen siehe Riickseite und Folgeblatter /
further conditions see overleaf and following pages

Offenbach, 2010-03-05

Zertifizierungsstelles Ceyfification
7 .

V lases

S - G Heine
VDE Zertifikate sind nur gliltig bei Verdffentlichung unter:
VDE cettificates are valid only when published on:

VDE

(letzte Anderung/updated 2017-12-13 )

http://www.vde.com/zertifikat
hitp://www.vde.com/certificate



VDE Prif- und Zertifizierungsinstitut e, P
Zeichengenehmigung 40029577 2

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder
Yung-Li Co. Ltd., Da Pu Industrial Zone, Cang Zi, Chang Ping Town, 523571 DONG GUAN CITY, Guangdong,
CHINA

Aktenzeichen / File ref. letzte Anderung / updated Datum / Date
1609800-1550-0003 / 232784 / TL3/ E 2017-12-13 2010-03-05

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40029577.
This supplement is only valid in conjunction with page 1 of the Certificate No. 40029577.

Geratesteckdose, nicht-wiederanschlielRbar
Connector, non-rewirable

Typ(en) / Type(s)
1) YC-12
2) YC-12L
Bemessungsspannung AC 250V
Rated voltage
Bemessungsstrom 10A
Rated current
Polzahl 2-polig mit Schutzkontakt
Number of poles 2-pole with earthing contact
Bauart Normblatt C13
Kind of construction standard sheet C13
Ausflihrung(en) zentrale Leitungseinfihrung
Construction(s) straight cable entry

Far / for 1)

abgewinkelte Leitungseinfihrung
angled cable entry

Fur / for 2)

Warenzeicheninhaber Yung Li Co. Ltd.

Trademark holder

Produktinformation siehe Anlage Nr. 300 + 700 + 702 + 703 + 900 vom 2017-11-02
und
Anlage Nr. 701 vom 2017-12-13

Product information see Appendix No. 300 + 700 + 702 + 703 + 900 dated
2017-11-02
and

Appendix No. 701 dated 2017-12-13

Fortsetzung siehe Blatt 3/

continued on page 3 &
VDE Priif- und Zertifizierungsinstitut GmbH * Testing and Certification Institute

Merianstrasse 28, D-63069 Offenbach Phone +49 (0) 69 83 06-0
Telefax +49 (0) 69 83 06-555




VDE Prif- und Zertifizierungsinstitut e, P
Zeichengenehmigung 40029577 3

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder
Yung-Li Co. Ltd., Da Pu Industrial Zone, Cang Zi, Chang Ping Town, 523571 DONG GUAN CITY, Guangdong,
CHINA

Aktenzeichen / File ref. letzte Anderung / updated Datum / Date
1609800-1550-0003 / 232784 / TL3/ E 2017-12-13 2010-03-05

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40029577.
This supplement is only valid in conjunction with page 1 of the Certificate No. 40029577.

Dieser Zeichengenehmigungs-Ausweis bildet eine Grundlage fur die EG-Konformitatserklarung und
CE-Kennzeichnung durch den Hersteller oder dessen Bevollm&chtigten und bescheinigt die Konformitét mit den
grundlegenden Schutzanforderungen der EG-Niederspannungsrichtlinie 2014/35/EU.
This Marks Approval is a basis for the EC Declaration of Conformity and the CE Marking by the manufacturer or
his agent and proves the conformity with the essential safety requirements of the EC Low-Voltage Directive
2014/35/EU.

VDE Prif- und Zertifizierungsinstitut GmbH
VDE Testing and Certification Institute
Fachgebiet TL3

Section TL3

VDE Priif- und Zertifizierungsinstitut GmbH * Testing and Certification Institute

Merianstrasse 28, D-63069 Offenbach Phone +49 (0) 69 83 06-0
Telefax +49 (0) 69 83 06-555




VDE Prif- und Zertifizierungsinstitut B e, e
Zeichengenehmigung 40029577

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder
Yung-Li Co. Ltd., Da Pu Industrial Zone, Cang Zi, Chang Ping Town, 523571 DONG GUAN CITY, Guangdong,
CHINA

Aktenzeichen / File ref. letzte Anderung / updated Datum / Date
1609800-1550-0003 / 232784 / TL3/ E 2017-12-13 2010-03-05

Dieses Beiblatt ist Bestandteil des Zeichengenehmigungsausweises Nr. 40029577.
This supplement is part of the Certificate No. 40029577.

Geratesteckdose, nicht-wiederanschlieRbar
Connector, non-rewirable

Fertigungsstatte(n)
Place(s) of manufacture

Referenz/Reference Yung-Li Co. Ltd.

30008928 Da Pu Industrial Zone, Cang Zi
Chang Ping Town
523571 DONG GUAN CITY
Guangdong
CHINA

VDE Prif- und Zertifizierungsinstitut GmbH
VDE Testing and Certification Institute
Fachgebiet TL3

Section TL3

VDE Priif- und Zertifizierungsinstitut GmbH * Testing and Certification Institute

Merianstrasse 28, D-63069 Offenbach Phone +49 (0) 69 83 06-0
Telefax +49 (0) 69 83 06-555




VDE Prif- und Zertifizierungsinstitut A
Zeichengenehmigung 40029577

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder
Yung-Li Co. Ltd., Da Pu Industrial Zone, Cang Zi, Chang Ping Town, 523571 DONG GUAN CITY, Guangdong,
CHINA

Aktenzeichen / File ref. letzte Anderung / updated Datum / Date
1609800-1550-0003 / 232784 / TL3/ E 2017-12-13 2010-03-05

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40029577.
This supplement is only valid in conjunction with page 1 of the Certificate No. 40029577.

Genehmigung zum Benutzen des auf Seite 1 abgebildeten markenrechtlich geschitzten Zeichens des
VDE:

Grundlage fur die Benutzung sind die Allgemeinen Geschéaftsbedingungen (AGB) der VDE Prif- und
Zertifizierungsinstitut GmbH (www.vde.com\AGB-Institut). Das Recht zur Benutzung erstreckt sich nur auf die
bezeichnete Firma mit den genannten Fertigungsstatten und die oben aufgefiihrten Produkte mit den
zugeordneten Bezeichnungen. Die Fertigungsstatte muss so eingerichtet sein, dass eine gleichmaRige
Herstellung der gepriften und zertifizierten Ausfiihrung gewahrleistet ist.

Die Genehmigung ist so lange gultig wie die VDE-Bestimmungen gelten, die der Zertifizierung zugrunde gelegen
haben, sofern sie nicht auf Grund anderer Bedingungen aus der VDE Pruf- und Zertifizierungsordnung (PM102)
zuriickgezogen werden muss.

Der Guiltigkeitszeitraum einer VDE-GS-Zeichengenehmigung kann auf Antrag verlangert werden. Bei
gesetzlichen und / oder normativen Anderungen kann die VDE-GS-Zeichengenehmigung ihre Giiltigkeit zu
einem friiheren als dem angegebenen Datum verlieren.

Produkte, die das Biozid Dimethylfumarat (DMF) enthalten, dirfen gemall der Kommissionsentscheidung
2009/251/EG nicht mehr in den Verkehr gebracht oder auf dem Markt bereitgestellt werden.

Der VDE-Zeichengenehmigungsausweis wird ausschlie3lich auf der ersten Seite unterzeichnet.

Approval to use the legally protected Mark of the VDE as shown on the first page:

Basis for the use are the general terms and conditions of the VDE Testing and Certification Institute
(www.vde.com\terms-institute). The right to use the mark is granted only to the mentioned company with the
named places of manufacture and the listed products with the related type references. The place of manufacture
shall be equipped in a way that a constant manufacturing of the certified construction is assured.

The approval is valid as long as the VDE specifications are in force, on which the certification is based on,
unless it is withdrawn according to the VDE Testing and Certification Procedure (PM102E).

The validity period of a VDE-GS-Mark Approval may be prolonged on request. In case of changes in legal and /
or normative requirements, the validity period of a VDE-GS-Mark Approval may be shortened.

Products containing the biocide dimethylfumarate (DMF) may not be marketed or made available on the EC
market according to the Commission Decision 2009/251/EC.

The approval is solely signed on the first page.
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Certificate Number: 22009
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7 )
ISSUED PURSUANT TO THE ELECTRICITY (CONSUMER SAFETY) ACT 2004
ISSUED TO:
Yung Li Co Ltd
CLASS OF ARTICLE:
Appliance Connector
DESCRIPTION OF ARTICLE:

Plug Connector

(Non-rewirable, thermoplastic moulded, Standard Sheet 'E' plug connector for
class I equipment, integrally moulded to any <HAR> certified HOSVV-F 3G
1.0mm?, or Australian approved three-core, 1.00mm?, PVC insulated and
sheathed ordinary duty circular flexible cord)

250V, ac, 10A

EXAMINED FOR COMPLIANCE WITH: AS/NZS 60320.2.2 : 2004
TYPE REFERENCE CODE: Type No. YP-32

APPROVAL MARK:

Each electrical article of the abovementioned type shall be marked with Approval Number
NSW22009 or N1488S5 ;or

the Regulatory Compliance Mark (RCM) provided that the requirements of all relevant
parts of AS/NZS 4417 applicable to the article are fulfilled.

DATE OF APPROVAL: 09 November 2006

This approval expires 09 November 2011 unless suspended, cancelled, renewed or
extended.

for Commissioner for Fair Trading




NSW OFFICE OF

for consumers
& traders

Fair Trading

DEPARTMENT OF COMMERCE

Ref: 22009/1

ADDENDUM TO CERTIFICATE OF APPROVAL 22009

Particulars of Modification(s)

1. Original Model No. YP-32 alternatively moulded to any <HAR> certified HOSVV-F 3G 0.75mm?
or Australian approved three-core, 0.7Smm?, PVC insulated and sheathed ordinary duty
circular flexiible cord not exceeding two metres in length.

2. Original Model No. No. YP-32 alternatively moulded to any <HAR> certified HOSVV-F
3G1.5mm? or equivalent Australian approved three-core, 1.Smm?, PVC insulated and sheathed
ordinary duty circular flexible cord .

Approved: 09 November 2006

for Commissioner for Fair Trading

Safety and Standards Branch, Office of Fair Trading, Bradfield Road, Lindfield West
) Email: energyapprovals@oft.commerce.nsw.gov.au
www.fairtrading.nsw.gov.au 13 32 20
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%%%"’ Fair

Trading

Ref: NSW22008/2
RENEWAL OF CERTIFICATE OF APPROVAL NSW22009

PARTICULARS OF RENEWAL

The approval of the original plug connector Medel YP-32 and approved modifications
has been renewed,

The Approval expires on 09/11/2016 unless it is renewed, extended, suspended or
cancelled.

Dl

or Commissioner for Fair Trading



A

NSW Fair

Ref: NSW22009/4

GOVERNMENT Tra d i n g

RENEWAL OF CERTIFICATE OF APPROVAL: NSW22009

Particulars of Renewal

The approval of the original plug connector Model YP-32 and all approved modifications has been

renewed for FIVE years.

The Approval expires on 09/11/2021 unless it is renewed, extended, suspended or

cancelled.

/7

For Commissioner for Fair Trading

Energy & Utilities Unit, NSW Fair Trading,
PO Box 972, Parramatta NSW 2124
02 9895 0722

Email: energyapprovals@services.nsw.gov.au
Website: www.fairtrading.nsw.gov.au




NSW OFFICE OF

Fair Trading

DEPARTMENT OF COMMERCE

Certificate Number: 22012

for consumers
& traders

CERTIFICATE OF APPROVAL

Y amn

((

ISSUED PURSUANT TO THE ELECTRICITY (CONSUMER SAFETY) ACT 2004

ISSUED TO:
Yung Li Co Ltd

CLASS OF ARTICLE:
Appliance Connector

DESCRIPTION OF ARTICLE:

Appliance Connector

(Non-rewirable, straight entry, Group 1, C13 appliance connector for cold
conditions for Class I equipment integrally moulded to any <HAR> certified
HO5VV-F 3G1.00mm? or Australian approved three-core, 1.00mm?, PVC
insulated and sheathed ordinary duty circular flexible cord)

250V, ac, 10A

EXAMINED FOR COMPLIANCE WITH: AS/NZS 60320.1 : 2004
TYPE REFERENCE CODE: Type No. YC-12

APPROVAL MARK:

Each electrical article of the abovementioned type shall be marked with Approval Number
NSW22012 or N14877 ;or
the Regulatory Compliance Mark (RCM) provided that the requirements of all relevant

parts of AS/NZS 4417 applicable to the article are fulfilled.

DATE OF APPROVAL: 31 October 2006
This approval expires 31 October 2011 unless suspended, cancelled, renewed or extended.

for Commissioner for Fair Trading

2/




NSW QFFICE OF

F air Tra dlﬂ g for consumers

& traders

DEPARTMENT OF COMMERCE

Ref: 22012/1

ADDENDUM TO CERTIFICATE OF APPROVAL 22012

Particulars of Modification(s)

Type No. YC-12 alternatively moulded to any <HAR> certified HOSVV-F 3G0.75mm? or

Australian approved, three-core, 0.7Smm?, PVC insulated and sheathed ordinary duty circular
flexible cord not exceeding two metres in length.

2. Type No. YP-32 being similar to original Type No. YC-12 except a Standard Sheet 'E'
Interconnection Plug Connector (AS/NZS 60320.2.2) alternatively moulded to either:-

(a) Any <HAR> certified HO5VV-F 3G1.00mm? or equivalent Australian approved flexible
cord; or

(b) Any <HAR> certified HOS5VV-F 3G0.75mm? or equivalent Australian approved flexible
cord not exceeding two metres in length.

3. Type No. YC-12 alternatively moulded to any <HAR> certified HOSVV-F 3G1.5mm? or

Australian approved three-core, 1.5mm?, PVC insulated and sheathed ordinary duty circular
flexible cord.

Approved: 31 October 2006

for Commissioner for Fair Trading

Safefy and Standards Branch, Office of Fair Trading, Bradfield Road, Lindfield West

Email: energyapprovals@oft.commerce.nsw.gov.au
www.fairtrading.nsw.gov.au 13 32 20
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Ref, NSW22012/2

RENEWAL OF CERTIFICATE OF APPROVAL NSW22012

PARTICULARS OF RENEWAL

The approval of the original appliance connector Model YC-12 and approved
medifications has been renswed.

The Approval expires on 31/10/2018 unless it is renewed, extended, suspended or
cancell

-

e

or Commissioner for Fair Trading



‘(Li“:!; Ref: NSW22012/3

Fair
NSW Trading

RENEWAL OF CERTIFICATE OF APPROVAL: NSW22012

Particulars of Renewal

The approval of the original appliance connector Model YC-12 and approved modifications has
been renewed for FIVE years.

The Approval expires on 31/10/2021 unless it is renewed, extended, suspended or
cancelled.

For Commissiongr for Fair Trading

Energy & Utilities Unit, NSW Fair Trading, Email: energyapprovals@services.nsw.gov.au
PO Box 972, Parramatta NSW 2124 Website: www.fairtrading.nsw.gov.au
02 9895 0722
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Statement of Conformity Assessment

EXAARREEBE AT 1 HICHEITHARWMERERVRZEIESE
CHOBRFEXEASTTEDLEE (XF9FKF1HE2SIZHLIR
EICRDILDICRS) ICHELTWSC EZMBALET

| hereby certify that the product mentioned below complies with the technical requirements stipulated in Paragraph 1 of
Article 8 of Electrical Appliances and Materials Safety Act (here under referred to as the Act) and the requirements defined by
the ordinance of the Ministry of Economy, Trade and Industry based on Paragraph 2 of Article 9 of the Act (limited to Item 2
of Paragraph 1 of Article 9 for Inspection of the Act).

it EE S

Statement Number

X ft£ A 8:

Effective Date

EM&E A B
Date of Validity

A
£3 flr

Address

KAXEHEF:

Name

HEBIAME:

Name of Product
BAORER »
Type Classification
B E I H 4
£ Al :

Address

K& X4 H

Name

i AL ER AR 4

Applied Standard for Testing

JETH5087-43001-1012
5F-ﬁﬁ1295£W71F§'12l3

Janvary 12.120

FEp36FE 1A11H

January 11.2024
(App | icant)

DAPU INDUSTRIAL ZONE, GANGZI, CHANGPING TOWN,
DONGGUAN CITY, GUANGDONG PROVINCE, CHINA

YUNG LI CO., LTD.

ERAHTST
Attachment plugs

D ESY

See attached “Type Classification”
(Manufacturer)

DAPU INDUSTRIAL ZONE, GANGZI, CHANGPING TOWN,
DONGGUAN CITY, GUANGDONG PROVINCE, GHINA

YUNG LI CO., LTD.
EXAROEMELOEEZTEH HETOHER

Description of the technical requirements by the METI Ordinance

MERFEO1T. 6RUMNERE+ ES5E

Appendix 4 Section 1, Section 6 and Appendix 10 Chapter 5

ﬁé’fﬂﬁﬁd) 7:75* * (Testing Method for Conformity Assessment)
DEBRAOKEEESARIIOLTE. BEXAROBRINLOBEELZTEHLERTD

BRICEDDSFE

With respect to testing for Category A products, the testing method is based on the technical requirements of the
description of Electrical Appliances and Materials stipulated in the METI Ordinance

DEBFEESARICRIBHERENIERIFICHE T HIRERKOVLTIE,
EXARREZRTRUNZFBORERFBOMICERITIRERMW LICEL
EThEROEM EOREDRIZIIF 575k

With respect to inspection facilities required for Category A products at the factory, Testing Method described in the column
of the technical requirements for each inspection facilities in the column of inspection facilities is shown in the Appendix 4 of
Enforcement Regulations of the Act

— 1 3 —



10. FEEIH

) COBESRIFIMARE. BRESh-RBRAOBSRARICEAL CHE@ETo1-
ETHALELDOTHY . A—DBXORHHLERARIC OV TERE
mMEEEESF 1 RICRET SRMNEEHARBDOEREEBITLI-CLET
THIDOTIEHY FEA,

This Statement of Conformity Assessment, which is issued on the evaluation of the submitted test-use
Electrical Appliances and Materials, does not signify that the Obligation to Comply with Requirements

which is prescribed at Paragraph 1 of Article 8 of the Act, is fulfilled on Electrical Appliances and
Materials in the same Type Classification

2) COBAREIMARET. KRB TWIEXORS)OBEERARURER S
DEAEHEIZODVWTOAEYNTT,

This Statement of Conformity Assessment is valid only for Electrical Appliances and Materials within
the Type Classifications and their combination as stated in the attached "Type Classification”

—MEHEEA BRES

Japan Electrical Safety & Envirg HW
EER WE RAC ::_'i-;*_y

President Yasuhisa Komoda ' /

A
HREHEARRAKRKE5—-T4—-12

{5-14-12, Yoyogi, Shibuya—ku, Tokyo, Japan)

GBAEES : JETS5087-43001-1012
— 2.7 3
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Statement of Conformity Assessment

iy = D X 7
Type Classification
—
L2 * 7
Factor Classification
EREE (2) 125VERBRAHHLD
Rated voltage Exceeding 125V
EREER Q) 7TAEBIIBALTOLD

Rated current

Exceeding 7A, and less than or equal to 15A

BOBRE GIERE_D—alzi8+f5TXIZEET S

LODOBEIZBD, )

Pole configuration (limited to those specified
in sub-clause la of Appendix 2)

BO¥ MNERBZ_O—>bLIZHBIFSTXEIZEET DL
DODBEIZE S, )

Number of poles (limited to those specified in
sub-clause 1b of Appendix 2)

(2) 7T—RABEEHTIDHLD
Three including earth

FAORFITFOAER (1) —f&K&ELTHEBEATWSLD

Blade fixing method Integrated type

FeBEOHH 1 &L o

Insulation materials Plastic

AEOHH (2) SREiEDEHD

Quter case materials Plastic

EHEOAR (1) ZRAHBOELO (O vy FROLDOERL

Connection method

o)
Plug-in type (excluding those with locking
nuts)

Rh 7K 1
Type of waterproof

(3) FERAKEDEHD
Not treated with waterproof type

AIEAEES JET5087-43001-1012
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Statement of Conformity Assessment

EXRARTEEFESEE 1 HICHAET ARWNEERUREEIESE
CHDORFEXEDTEDIRE (ZEIFE1HE2SICHRIR
FICELILDIZRS) ITESLTWAC EZEALET

[ hereby certify that the product mentioned below complies with the technical requirements stipulated in Paragraph 1 of
Article 8 of Electrical Appliances and Materials Safety Act(here under referred to as the Act) and the requirements defined by
the ordinance of the Ministry of Economy, Trade and Industry based on Paragraph 2 of Article 9 of the Act (limited to [tem 2
of Paragraph 1 of Article 9 for Inspection of the Act).

it BAEES JET5087-43004-1004

Statement Number

X F£ A B F29F 1128

Effective Date January 12,2017
EsE A A FH3I6E 1A11AE
Date of Validity January 11.2024
JA % - % (Applicant)
= FIT - DAPU INDUSTRIAL ZONE, GANGZI, CHANGPING TOWN,
Address DONGGUAN CITY, GUANGDONG PROVINCE, CHINA

R%Xli%ﬁ‘i YUNG LI CO., LTD.

Name
HEEBETHARL a2—Faxo48—HRT
Name of Product Cord connector bodies

EARADODRX 5 MEDOESY

Type CIaSS|f|cat|on See attached "Type Classification”

g‘! iﬁ T 3 4 Manufacturer)
1£3 Fr- DAPU INDUSTRIAL ZONE, GANGZI, CHANGPING TOWN,
Address DONGGUAN CITY, GUANGDONG PROVINCE, CHINA

B&%Xli%ﬁ? YUNG LI GO., LTD.

Name

HRAEBRE X ESAROENLOEZEEEDHLEROER

Applied Standard for Testing  Description of the technical requirements by the MET! Ordinance

AMEEME1., 6 RUBNKRET ESE

Appendix 4 Section 1, Section 6 and Appendix 10 Chapter 5

ﬁgﬁ*ﬁﬁw ﬁif " (Testing Nethod for Conformity Assessment)
NEHEBANKERIAMICOVTHR. EXAROBEMNLOBEEZEDHLETO
BIRICEDHDHE

With respect to testing for Category A products, the testing method is based on the technical requirements of the
description of Electrical Appiiances and Materials stipulated in the MET! Ordinance.

DY ERAARICRIBHEXEENIEXBICH T HRERBOLTIL,
BEARARREARTHRANREFEORERXMOBMI/ITIRERBILIZEN
ThEROEN EOEEDRIZHBITHHE

With respect to inspection facilities required for Category A products at the factory, Testing Method described in the column
of the technical requirements for each inspection facilities in the column of inspection facilities is shown in the Appendix 4 of
Enforcement Regulations of the Act.

— 1 3 —



0. FEEH

) COBEER%E
ETEEL T
mMELEES
TIDTIEHY FH A,

SERAEIE. ﬁ&éh
LDTHY,
*

SBERAOEIAGICEL T =T o1
®2T®Eﬁkﬁéﬁmmmlﬁwfﬁﬁﬁ
1@!3%?6&%&1@“&%@%&%& LE=C&ZR

This Statement of Conformity Assessment, which is issued on the evaluation of the submitted test-use
Electrical Appliances and Materials, does not signify that the Obligation to Comply with Requirements
which is prescribed at Paragraph 1 of Article 8 of the Act, is fulfilled on Electrical Appliances and

Materials in the same Type Classification.

2) COBEERFIMAEL, FRICEB N TOWIEXORSOEERARUVXS

DEAEDOEIZODVTOAEYTT,

This Statement of Conformity Assessment is valid only for Electrical Appliances and Materia's within
the Type Classifications and their combination as stated in the attached “Type Classification”

— R EEA BRREEBRFRA
Japan Electrical Safety & Environ ﬁt%!ﬁFﬁfiﬁﬂi Laborator es (JET)

BER RHEH R _'i':-:fpj'r-ij

President Yasuhisa Komoda

Haﬂmﬁﬂﬁa*5'T4~12

(5-14-12, Yoyogi, Shibuya-ku, Tokyo, Japan)

fIFAEES : JET5087-43004-1004

- 2
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Statement of Conformity Assessment

i) =X D X 7
Type Classification
3 * %
Factor Classification
EREE (2) 125VERBRZABLD
Rated voltage Exceeding 125V
ERER Q) 7TAZBXI0ALTODLD

Rated current

Exceeding 7A, and less than or equal to 10A

BOBRE (AERE-_D—aliBifd-<TXIZEST S

LODBEIZR D, )

Pole configuration (limited to those specified
in sub-clause 1a of Appendix 2)

BoH REE-O—DbIZIBIFE-HXICEETHE
DODDPEIZB D, )

Number of poles (limited to those specified in
sub-clause 1 b of Appendix 2)

(2) 7—ABEESHTIDLD
Three including earth

EHROAR

Connection method

(1) BAHBOLD (OvIFy FROELEDEERL
o )

Plug-in type (excluding those with locking
nuts)

%gzéiﬁwﬁﬁ(—&ﬁiﬁﬁmotooﬂﬁ
e o )

Type of cable or cord to be connected (limited
to socket outlets)

FHREFEDHH (1) EREEOLD
Insulation materials Plastic

SO EH (2) EREEEDLD
Quter case materials Plastic

AAYF (2) v
Switch Without switch

AY —BEEREFOLODBEIZE S, )
Type (limited to socket outlets) .

FHOAE (vt FOBEIZES, )
Method of use (limited to socket outlets)

BREDEHZEDAX (TILFE2 v TOBEIZB D,
)

Power supply terminals (limited to multiple
socket-outlet (with cord or pins for power
supply connections))

iﬁt#ﬁto el (3ot FOBREERL

Non rewirable construction (except socket
outlets)

(1) H5LD

With non-rewirable construction

RhK il

Type of waterproof

(3 FEBFKBEDOLD
Not treated with waterproof type

GFEARES JET5087-43004-1004
— 3.7 3—




@ CERTIFICATE FOR CHINA COMPULSORY PRODUCT CERTIFICATION
CERTIFICATE NO.: 2009010101357110

NAME AND ADDRESS OF THE APPLICANT

Yung Li Co.,Ltd.
Dapu Industrial Zone, Gangzi, Changping Town, Dongguan

NAME AND ADDRESS OF THE MANUFACTURER
Yung Li Co.,Ltd.

Dapu Industrial Zone, Gangzi, Changping Town, Dongguan
NAME AND ﬁ:DDRESS OF THE FACTORY
Yung Li Co.,Ltd.

Dapu Industrial Zone, Gangzi, Changping Town, Dongguan
PRODUCT NAME, MODEL AND SPECIFICATION

INTERCONNECTION CORD SET

YP-32 + YC-12 10A 250V~{BC 60227IEC53 3x1.5mm2,60227IECS3 3x1mm2,60227IEC53 3x0.75mm2),YP-

32 + YC-12L 10A 250V~(FC 60227IEC53 3x1.5mm2,60227|EC53 3x1mm2,60227IEC53 3x0.75mm2),YP-32

L + YC-12L 10A 250V ~ ( BC 60227IEC53 3x0.75 mm2. 60227IEC53 3x1 mm2. 60227IEC53 3x1.

5 mm2) YP-32L + YC-12 10A 250V ~ ( P 60227IEC53 3x0.75mm2. 60227IEC53 3x1mm2. 6022
7IEC53 3%1.5mm2)

THE STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS
GB/T15934-2008
This is to certify that the above mentioned product(s) complies with the requirements of
implementation rules for compulsory certification(REFNO.CNCA-C02-01:2014).
Valid from: Apr.13,2018 Valid until: Apr.13,2023

The validity of the certificate is subject to positive result of the regular follow up inspection by
issuing certification body until the expiry date.

Date of original issued: Aug.14,2009
The certificate information is available through CNCA's website: www.cnca.gov.cn

President: \)""‘Zé‘g‘”

Wang Kejiao

CHINA QUALITY CERTIFICATION CENTRE

http:/fwww.cgc.com.cn Section 9, No. 188, Nansihuan Xilu, Beifling 100070 P. R. China . Tel: +86 10 83886466

1320733


http://WWW.cqc.com.cn
http:CERTIFICATI.ON
www.cnca.gov.cn

Eocoip: Noj | 18-014285-01-1
o M ol = M
Safety Certlﬁcate
it So> © 5U04001-1004C
e SIS Yung Li Co., Ltd.
(%;ddress) = : 8ﬁapn%IB%%ZtriS%SZSo?q?,CCh?r?Qg Ping Town. SIS
(HPlroduﬁ) = ;. A45HZHEH (Plug connector) L
?éafic I\%od%l) g +YP-32
(I[S}er/i%s%/loil)g - Not Applicable
Doy IESS ZHTE . 404, N
Staraard) = ¢ KC60320-1(2015-09), K60320-2-2 (2006-12)

T T
P AN R My Y

= 2sMHM= A = g
Yung Li Co., Ltd.

%‘

&
MEZ2&9Q =4 :Da Pu Industrial Zone, Chang Ping Town, Dong Guan City,
Guang Dong 523571, China

S| MS0et oHEts

M2 L Mz ot 2| AR MOXN28 - M48 = MI0ZHM28H0 et HFISAHE
2=t LICt.
Issue This Safety Certificate for the above appliances in accordance with the Article 9(2),9(4) or10

e )
(2) of the Enforcement Rule of the Electrical Appliances and Consumer Products Safety Control Act

201848 04 & 06 &
Year month day

3I-EA|-O-I jl gAl S
KOREA TESTING LABORA
¥ 0| OISNE THIIES ¢ MagF ordae|g AIBRE, o 2 S otdd &olo stEe 240/, O #Hel e 880l Hadds
MZ2 20l= cie S0l Tet FkZ 215 - oot %% 2 0tOF EFLICH

1. 81889 otd2Z2E U A =Z(List of Critical Components)
HEANFR |2. )22 - IR SO L§ 2 (Descriptions of the basic and series model)

3. otE QIS By & (Revisions Status)

FP511-08-00 KOREA TESTING LABORATORY MEZ5ZA| F27 1E25 222-13 Tel:8601-114 Fax:8601-399 http://scs kil re kr



ktl oFMQIZMS:  SU04001-1004C
Certification No.

Korea Testing Laboratory

O &% 1: M7|SE0| N2 E U HESS
List of Critical Components
EEH(R@ZIIT) M= AEY) FIEE (AL, 5 k= =S4 ol=s0=2
Component(Part no.) Manufacturer(Brand) Model(Type) Rating or Characteristics Tested by
. 60227 IEC 53 2
Power Cord Yung Li 3 X 0.75 mm KC
(HO5VV-F)
. 60227 |IEC 53
Alt. Power Cord Yung Li 3 X 1.0 mn KC
(HO5VV-F)
, 60227 IEC 53 2
Alt. Power Cord Yung Li 3 X 1.5 mn KC
(HO5VV-F)

1.

[] 7elAtE (Attention) :

OIFBRRES MM QMO MNIHO HHS F= SZORN AMASIITOI FIIZHAA Al EHol
2| B AFEIQILICH MRtM ADIS=0) JIME AFSS HFBIHL T 2+SHE BotAls A=
OIFEQIZI| B ISHBAHS 5H010F BHLICH

As the “Critical components” are parts in directly related with safety, these components shall be checked
during a factory inspection by the certification body. In case of applying multiple listing or changing the items
above, the certification revision shall be applied.

2. UBHINE g0l Foz2 Bl =, MIIEES 4 HEESE 2|y AMSEAE 20 ZH 1
= M3 ZHIE AZO S HHOIS FHA E2 QHNE0IALD SHAMNA AIRIE S FEIGHAIDI
HHELICH.

The Safety Certification will be cancelled under the Article 20(1), 36(1) of the Enforcement Rule of the
Electrical appliances and Consumer Products Safety Control Act if the contents of the Certification is altered
without our authorization.

FP511-04

1/3




ktl oFMQIZMS:  SU04001-1004C
Certification No.

Korea Testing Laboratory

O &dF 2: 7229 - y=2Hdo| &

Description of the basic and series model

T YR JI22d e X0l &
Derivative model Differences between the basic and derivative model(s)

Not Applicable

NSSIIAME & AIEZA
Remarks & Test conditions

1. Test Report Ref. No. : 01-920-2506 (2001. 11. 2)

2. Product Description

- Ratings : 10 A, 250 V~

- Method of connecting the cable : Non-rewirable accessories

— provision for earthing: 2 pole with earthing contact

- The plug connector (basic model YP-32) is combined with power cord.

o= MES2 AMEHS0 26tH 2I2 A0l [ASAISH Otel HEXHZ 22I6HAIJ] BEHELICH.
ANE YR @ ASMAER IS EHIWEH = JIE / 055-791-3432
o If you have any question on product testing, please contact the person below:
Job holder: Certification Business Division, Electrical Components Testing Center, K. J. Hong / +82 55-791-3432

FP511-05

2/3



ktl oFMQIZMS:  SU04001-1004C
Certification No.

Korea Testing Laboratory

0 &% 3: QHEQIES WA 3y

——o

Revisions Status

Hads s

Contents of Certificate Revisions

1°" Rev.) Critical component is added. And rating is changed. (05-1920-0342 : 2005.04.01)
- Adding power cord : HO5VV-F 3G 0.75mm, 1.0 m, 1.5 mr
— Changing rated current : 7A — 10A
2" Rev.) Change of company address (11-1920-6944 : 2011.12.07.)
— Before : Da Pu Industrial Zone, Chang Ping Town, Dong Guan City, Guang Dong 511736,
P.R.China
After : Da Pu Industrial Zone, Chang Ping Town, Dong Guan City, Guang Dong 523571,
P.R.China
3" Rev.) Standard update (18-014285-01-2 : 2018.04.05.)
- Standard is updated (K 60320-2-2)

FP511-06

3/3



o

M= VASA
Electrical Appliances Safety Certificate

O ) 5U04001-1002A g48S . 05-1920-0387

H = X & :yyng Li Co. Ltd. China

(Manufacturer)

YA .Da Pu Industrial Zone, Chang Ping Town, Dong Guan City,
(Factory Address) " Guang Dong 511736, China

(Product) e . ys0EHEY (Appliances Coupler)
=gy i

(Basic Model) - YC12
3 2
(Electrical Ratings)

+AC250V, 10A

of .
H}(ésﬂﬁe% Modey - Not Applicable

HRI|F _
(Appiied Standard) - <©0320-1

A2 . 1, |22 MMM 2E0 LHE (General Descriptions of Certified Products)
2. EIISEQHEOISAO HAYZ BE (Status of Compliance Certificate Revisions)
3. ot e 2ESE (List of Critical Components)

HIIE8 otdAelY HSES 7AW 2ote {2 HIISEM CH6HH ot
8 DELICL

We Certificate Electrical Appliances Safety Certification as above product by Article 5 of the
Electrical Appliance Safety Control Law. ‘

2005 043 068
year month  day

KOREA TESTING LABORAT

0800 KOREA TESTING LABORATORY MEEYA I8 22& 20013 Tel 8501114 Fax 8601

456




KTL OlFoIZE¥ & SU04001-1002A
Korea Testing Laboratory Certification No.

O &% 1:7/22g-o42del 48

General description of Certified Products

P . =YL KO

Derivative model . Differences between the basic and derivative model(s)

Not Applicable

~ Remarks & Test condii

1. Test Report No. : 01-920-2504 (2001. 11. 2)

2. Product Description
- This Appliance coupler "YC-12 (10A 250V~)" is combined with
VCTF 3C X 0.75 " power cord.
- Head figure of appliance coupler is illustrated in the "Standard sheet C13 of IEC60320-1".
- Appliance coupler is moulded with power cord straightly & has earthing contact line.

o0& HMESY AMEUE0 2510 Solatal AIE0] USAIH Ot HEtyZ S2l8HAID] BH&LICH
NEEEI  MINETNER MALHIE, 232 /(02)8601-415
o If you have any question on product testing, please contact the person below :
Job holder : Electrotechnical Center Reliability Assessment Team, HW.KANG/+82 2 8601-415

FP511-09-00

O 35 2: I ESUAHUSAH HIYSEE
Status of Compliance Certificate Revisions

- ua

 Remarks

1st. Rev) Critical component is added. And rating is changed. (05-1920-0337 : 2005.04.01)
- Adding power cord : HO3VV-F 3G 0.75 m" | HO5VV-F 3G 0.75 mr', 1.0 mr" 4.5 mr
- Changing rated current : 7A — 10A

FP511-11-00

12




KTL SN oIEH S SU04001-1002A
Korea Testing Laboratory ertification No.

(&% 3:odpe|RE 28
List of Critical Components

| BE3 @203 RzdiaiEey | Zwses) [ 32 e sy QIO
. Component(Part no.) Manufacturer(Brand) | | Modeftype) | Rating or Characteristics Tested by
60227 IEC 52
3G 0.75 mi
(HO3VV-F)
3G 0.75
Power cord Yung Li EK
60227 IEC 53
3G 1.0 me
(HOS5VV-F)
3G 1.5 mt
] &2 Atg (Attention) :

1. CHEZZ|REES MIIFHQ M AIZHQ JEE FT= SE22A LFQASI0 FIIEHZAIAl &ol
el 3t MELICE metd AJISE0 JIXHE Alg2 BHESIHL = S4+SHE JdtAEe ZRE
QHEQIZED| 20 QUEHBLHEE 5H0F ELICH
As the “Cntical components” are parts in directly related with safety, these components shall be checked
during a factory inspection by the certification body. In case of applying muiltiple listing or changing the items
above, the certification revision shall be applied.

2. QoIEHFAH Q0] Y2 BBl 9=, MIIESEALY M9 ZH 1 &2 #EA o8 tEelE
Ha ARIL 2 |2SGHAID| HH&LICH
The Safety Certification will be cancelled under the Safety Control Law for Electrical Appliances,

Paragraph 1 of Article 9 if the contents of the Certification is altered without our authorization

2/2




Vkan Certification & Testing Co., Ltd.

Verification of Compliance

No. UKCA21-0015

Applicant: Yung-Li Co. Ltd.
Da Pu Industrial Zone, Gang Zi Chang Ping Town, 523571,
Dongguan City, Guangdong, CHINA

Product/Material: Plug Connector for 10A/250V for use in class | equipment,
in cold conditions

Trade Mark: —
Model/Type: YP-32, YP-32L, YP-32L-1, YP-32L-2, YP-32L-3
Rated Specification: See Appendix
Regulation(s) The Electrical Equipment (Safety) Regulations 2016
Complied with:
Tested According to: BS EN 60320-1:2015, BS EN 60320-3:2014
Referred to the UKCA2021-0013
Technical Report:

This verification of compliance is based on an evaluation of a tested sample of the product mentioned
above. It does not imply assessment of series-production of the product. The applicant should hold the
whole technical report at the disposal of the competent authorilty.

Provided it is also in conformity with any other UK regulations, the manufacturer or its authorized
representative should draw up a UK Declaration of Conformity and affix the UKCA mark shown below to

each conforming product.

S, PE
e AN pea
: ]
S TESTING C
% r/’:‘\\‘ \-’ CNAS L00SS n

Vkan Certification & Testing Co., Ltd.
No. 3, Tiantaiyi Road, Kaitai Avenue, Science City, Guangzhou, 510663, P. R. China

N2 Ly
¢
Tel.: +86-20-32293888, Fax: +86-20-32293889 E-mail: office@cvc.org.cn 'f » //
WWW.CVC.org.cn C- -UKCA-GO
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Vkan Certification & Testing Co., Ltd.

Verification of Compliance

APPENDIX to C.O.C No. UKCA21-0015

Rated Specification: 10A/250V~ YP-32 (HO5VV-F 3GO0, 75/3G1, 0/3G1, 5,
HO5V2V2-F, 3G0, 75/3G1, 0/3G1, 5, HOSRR-F 3GO0,
75/3G1, 0, HO5RN-F, 3G0,75) ,
YP-32L (HO5VVAF 3G0,75/3G1, 0/3G1, 5.
HO5V2V2-F,3G0, 75/3G1,0/3G1, 5),
YP-32L-1 (HO5VV-F 3G0, 75/3G1, 0/3G1, 5),

YP-32L-2 (HO5VV-F 3G0, 75/3G1, 0/3G1, 5),
YP-32L-3 (HO5VV-F 3G0, 75/3G1, 0/3G1, 5)

Sy

o UK
Bkt CNAS sx C
C"-u.ﬁ_\‘s‘? St crnsLooss n

Vkan Certification & Testing Co., Ltd.
No. 3, Tiantaiyi Road, Kaitai Avenue, Science City, Guangzhou, 510663, P. R. China
Tel.: +86-20-32293888, Fax: +86-20-32293889 E-mail: office@cvc.org.cn

www.cvc.org.cn

ia=mA CNAS




Vkan Certification & Testing Co., Ltd.

Verification of Compliance

No. UKCA21-0004

Applicant: Yung-Li Co. Ltd.
Da Pu Industrial Zone, Gang Zi Chang Ping Town,
523571, Dongguan City, Guangdong, CHINA
Product/Material: Connector for 10A/250V for use in class | equipment
in cold conditions
Trade Mark: —
Model/Type: YC-12, YC-12L
Rated Specification: See Appendix
Regulation(s) Appliance couplers for household and similar general
Complied with: purposes — Part 1:General requirements
Tested According to: BS EN 60320-1:2015

Referred to the

UKCA2021-0005(XG1)

Technical Report:

This verification of compliance is based on an evaluation of a tested sample of the product mentioned
above. It does not imply assessment of series-production of the product. The applicant should hold the
whole technical report at the disposal of the competent authority.

Provided it is also in conformity with any other UK regulations, the manufacturer or its authorized
representative should draw up a UK Declaration of Conformity and affix the UKCA mark shown below to
each conforming product.

’z’

o

¢

UK

Vkan Certification & Testing Co., Ltd.
No. 3, Tiantaiyi Road, Kaitai Avenue, Science City, Guangzhou, 510663, P. R. China
Tel.: +86-20-32293888, Fax: +86-20-32293889 E-mail: office@cvc.org.cn

WWW.CvC.org.cn
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www.cvc.org.cn

Vkan Certification & Testing Co., Ltd.

Verification of Compliance

APPENDIX to C.O.C No. UKCA21-0004

Rated Specification: YC-12 10A 250V~ (provided with HO5VV-F 3G0,75/1/1 5mm?,
HO5V2V2-F 3G0,75/1/1,5mm?, HO5RR-F 3G0,75/1/1,5mm?,
HO5RN-F 3G0,75/1mm?),
YC-12L 10A 250V~ (provided with HO5VV-F 3G0,75/1/1,5mm?,
HO5V2V2-F 3G0,75/1/1,5mm? HO5RR-F 3G0,75/1/1,5mm?,
HO5RN-F 3G0,75/1mm?)
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Vkan Certification & Testing Co., Ltd.
No. 3, Tiantaiyi Road, Kaitai Avenue, Science City, Guangzhou, 510663, P. R. China
Tel.: +86-20-32293888, Fax: +86-20-32293889 E-mail: office@cvc.org.cn
WWW.CVC.0rg.cn
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www.cvc.org.cn

2016/4/18 ZJCZ.E241374 - Flexible Cord

@ ONLINE CERTIFICATIONS DIRECTORY

ZJCZ.E241374
Flexible Cord

Page Bottom

Flexible Cord

See General Information for Flexible Cord

YUNG LICO LTD E241374
7F-12 NO 99 SEC 1 XINTAI 5TH RD

XIZHI DISTRICT

NEW TAIPEI, 22175 TAIWAN

Decorative cord, Type(s) SPT-1W, SPT-2W
Dryer and range cord, Type(s) SRDT

Jacketed cord, Type(s) S, SE, SE-HF, SJ, SJE, SJE-HF, SJO, SJOO, SJOOW, SJOW, SJT, SJT-B, SJTO, SJTOW, SJTW, SO,
SO0, SOOwW, SOW, ST, ST-B, STO, STOW, STW, SVE, SVE-HF, SVT, SVT-B, SVTO

Parallel cord, Type(s) NISPE-1, NISPE-1-HF, NISPE-2, NISPE-2-HF, NISPT-1, NISPT-2, SPE-1, SPE-1-HF, SPE-2, SPE-
2-HF, SPE-3, SPE-3-HF, SPT-1, SPT-2, SPT-3

Last Updated on 2016-03-07

Questions? Print this page Terms of Use Page Top

€ 2016 UL LLC

The appearance of a company's name or product in this database does not in itself assure that products so
identified have been manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should
be considered to be Certified and covered under UL's Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following

conditions: 1. The Guide Information, Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must
be presented in their entirety and in a non-misleading manner, without any manipulation of the data (or drawings).
2. The statement "Reprinted from the Online Certifications Directory with permission from UL" must appear adjacent
to the extracted material. In addition, the reprinted material must include a copyright notice in the following format:

"© 2016 UL LLC".
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Statement of Conformity Assessment

EXARTEABSEE 1HICREIT HIBWMBERVURAEAEIERSE
CEDBRFEFETTEDLEE (RFIXE 1 HE2HICKRIR
BICHRSILDICHRS) ITEHELTWAZ EZHMBALET

| hereby certify that the product mentioned below complies with the technical requirements stipulated in Paragraph 1 of
Article 8 of Electrical Appliances and Materials Safety Act(here under referred to as the Act) and the requirements defined by
the ordinance of the Ministry of Economy, Trade and Industry based on Paragraph 2 of Article 9 of the Act (limited to Item 2
of Paragraph 1 of Article 9 for Inspection of the Act)

M EE S

Statement Number

X+ A R

Effective Date

EMF A A

Date of Validity
A
* -

Address

K& XI(TAH:

Name

HFEBIAMA:

Name of Product

BRDORE S

Type Classification
HETHA
& -

Address

K&XIERF:

Name

AR ER A

Applied Standard for Testing

JET5087-12009-1002
20194 3R248

Narch 24.2019
20264 3H23H

Narch 23.2026
(Applicant)

DAPU INDUSTRIAL ZONE, GANGZI, CHANGPING TOWN,
DONGGUAN CITY, GUANGDONG PROVINGE, CHINA

YUNG LI GO., LTD.

FrTASva=F

Sheathed fiexible cords

AMBDERY

See attached “Type Classification”

(Manufacturer)

DAPU INDUSTRTAL ZONE, GANGZI, CHANGPING TOWN,
DONGGUAN GITY, GUANGDONG PROVINCE, CHINA

YUNG LT CO., LTD.
EXAMORMEDOREZTEHLETDMHER

Description of the technical requirements by the METI Ordinance

5']%%—1 (1) . (6) BU(9)

Appendix 1 Section 1, (1), (6) and (9)

ﬁgﬁ*ﬁﬁwﬁif : (Testing Method for Conformity Assessment)
DEBAOREEESARICOVTIE. EXAROBEMLOREELZEDHIETD

RRICED DH7TiE

With respect to testing for Category A products, the testing method is based on the technical requirements of the
description of Electrical Appliances and Materials stipulated in the MET! Ordinance

) BB EESARICRLIBHBEEIFEEBICH T HRERMBICOLTIE,
BERAGREZRTRABIREOORERFEORICHITIRERKB LISEN
ThRROEN EOREORIZIBIT55E

With respect to inspection facilities required for Category A products at the factory, Testing Method described in the column
of the technical requirements for each inspection facilities in the column of inspection facilities is shown in the Appendix 4 of
Enforcement Regulations of the Act.

— 1. 3 —



10. I8FHE
) COBESRSHMREEX. BHEIL-EBRAOESARICEAL CEMET- 1
ETXAFALEIZOTHY ., A—DEXORFIHEIEIARZISODLVTERR
MEEEE S 1HEICRET SRMEEESHADEELZBTLI-ILETR
THOTIEHY TEA,

This Statement of Conformity Assessment, which is issued on the evaluation of the submifted test-use
Electrical Appliances and Materials, does not signify that the Obligation to Comply with Reguirements

which is prescribed at Paragraph 1 of Article 8 of the Act, is fulfilled on Electrical Appliances and
Materials in the same Type Glassification

2) COBEESREMARIL., IR ATV EADOERSOHEHARARUVE S
DA EDLEIZODVTOAREDTT,

This Statement of Conformity Assessment is valid only for Electrical Appliances and Materials within
the Type Classifications and their combination as stated in the attached “Type Classification”

HRESsEftaARKE—14—-12

(5-14-12, Yoyogi, Shibuya-ku, Tokyo, Japan)

SEAEES : JET5087-12009-1002
— 2.7 3.—
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Statement of Conformity Assessment

# AL o R 7
Type Classification
22 ES X 9

Factor Classification
BB EOETHH 2 MEBMHEEZILEEDDOLD
Insulation materials Heat resistant polyvinyl chloride
SEOEHH (2) HBMEEZILESHDOLD
Sheath materials Heat resistant polyvinyl chloride
BAEOHER (1 AFEOLD
Conductor type Type A
EENOY: 3ty N SEOE X))
Core structure Same
it = 2) b o
Vibration resistance Not vibration resistant
ERBVOEARHRE (2) Lo
Metal messenger wires Without metal messenger wires

fIEAE®ES JET5087-12009-1002




Dapu 1ndustnat Zone, Géngm Chaﬁg@hg Town Dongé@an iy
NAME AND ADDRESS OF THE MANUFACTURER
R YungUCo Ltd. S
Dapu lndustrsat Zone,Gangn Changpmg Town Dongguan
| NAME AND ADDRESS OF THE FACTGRY 7' g
Yung Li Co Ltd. Yy
Dapu fndustna Zone Gangzr Changpmg Town Donggu;m

PROBU T NAME MOIEL AND SPECIFICATION

60227 rEc 52(RW) 3001300v 05.075(2 3; ) 60227 IEC 53(RVV) 303/500\/ 075 25{2
?ig] THE STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS
a | GBfr 5023, 5—2008/iE060227-5 2003 e

Thls is to certify that the abﬁve mentroned‘pmduct{s}compires w;th the reqwrements of
mplementatton rutes for compulsoryij' ification(REFNO, CNCA-CO1 01:2014).

Valid from: Nov.20,2020  Valid nmifNev 202025
The vahdity of the certificate is subject to posi regular follow up

 inspection by issuing certification body ¢ unﬂl the xplryﬁate
. - Date of original issued: Jan. 04,2005
\ The cemﬁcate mformatzon is avan lable through CNCA‘s webs;te WWW. cncagov i

_CHINA QUALITY csm;rllc:A'noN CENTRE; SN

hhﬂp’//\wvwcqcoomcn . Section, No 188, Nanshuan Xiu, ae-ﬁmg 100070 P.R. china Tel: +86 1083836668

Q 2529714
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VD IE Pruf- und Zertifizierungsinstitut

ZEICHENGENEHMIGUNG
MARKS APPROVAL

Yung-Li Co. Ltd.

Da Pu Industrial Zone, Cang Zi
Chang Ping Town
523571 DONG GUAN CITY
Guangdong
CHINA
ist berechtigt, fur ihr Produkt /
is authorized to use for their product

Starkstromleitungen fiir allgemeine Anwendungen
- Flexible Leitungen
mit thermoplastischer PVC-Isolierung
Cables for general applications
- Flexible cables with
thermoplastic PVC insulation
die hier abgebildeten markenrechtlich geschitzten Zeichen
flr die ab Blatt 2 aufgefUhrten Typen zu benutzen /
the legally protected Marks as shown below for the types referred to on page 2 ff.

| NNEEE  NEEED |
<JVDE> oderfor <I>w[> oder/or

schwarz rot
black red

Geprift und zertifiziert nach /
Tested and certified according fo

DIN EN 50525-2-11 (VDE 0285-525-2-11):2012-01; EN 50525-2-11:2011

Aktenzeichen: 1609800-5140-0005 / 171941

File ref.:
VDE Bfif- undgZertifizigrungsinstitut GmbH  Ausweis-Nr. 40010145 Blatt 1
VDE jlfesting#énd Cefiification Institute Certificate No. Page
ertification Weitere Bedingungen siehe Riickseite und Folgeblatter /

further conditions see overleaf and following pages

Offenbach, 2004-04-27

ZeriitZie ”*’isﬁs}ell

K. Prohaska (letzte Anderung/updated 2012-09-25 )
VDE Zertifikate sind nur giltig bei Verdffentlichung unter: http://www .vde.com/zertifikat
VDE certificates are valid only when published on: http://www .vde.com/certificate

VDE



VDE Pruf- und Zertifizierungsinstitut Ausweis-Nr. /  Blatt /

Certificate No. page

Zeichengenehmigung 40010145 2

Name und Sitz des Genehmigungs-Inhabers / Name andregistered seat of the Certificate holder
Yung-Li Co. Ltd., Da Pu Industrial Zone, Cang Zi, Chang Ping Town, 523571 DONG GUAN CITY,
Guangdong, CHINA

Aktenzeichen / File ref. letzte Anderung / updated Datum / Date
1609800-5140-0005 / 171941 /| FG42 |/ HEG 2012-09-25 2004-04-27

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40010145
This supplement is only valid in conjunction with page 1 of the Certificate No. 40010145.

Starkstromleitungen fiur allgemeine Anwendungen
- Flexible Leitungen

mit thermoplastischer PVC-Isolierung

Cables for general applications

- Flexible cables with

thermoplastic PVC insulation

Typ(en) / Type(s):

HO3VV-F 2...4 x 0,5...0,75 mm? +
HO3VVH2-F 2 x 0,5...0,75 mm?2 +
HO5VV-F 2...5 x 0,75...4 mm? +
HO5VVH2-F 2 x 0,75...1,0 mm?2 +
Leitungsbauart Standardleitungen

Type of cable General purpose cables

Firmenzeichen YUNG LI

Trademark

Dieser Zeichengenehmigungs-Ausweis bildet eine Grundlage fiur die EG-Konformitétserklarung und
CE-Kennzeichnung durch den Hersteller oder dessen Bevollméchtigten und bescheinigt die Konformitat
mit den grundlegenden Schutzanforderungen der EG-Niederspannungsrichtlinie 2006/95/EG mit ihren
Anderungen.

This Marks Approval is a basis for the EC Declaration of Conformity and the CE Marking by the
manufacturer or his agent and proves the conformity with the essential safety requirements of the
EC Low-Voltage Directive 2006/95/EC including amendments.

VDE Pruf- und Zertifizierungsinstitut GmbH
VDE Testing and Certification Institute
Fachgebiet FG42

Section FG42

VDE Priif- und Zertifizierungsinstitut GmbH * Testing and Certification Institute

Merianstrasse 28, D-63069 Offenbach Phone + 49 (0) 69 83 06-0
Telefax + 49 (0) 69 83 06-555



VDE Prif- und Zertifizierungsinstitut Ausweis-Nr. | Beiblatt /

Certificate No. Supplement

Zeichengenehmigung 40010145

Name und Sitz des Genehmigungs-Inhabers / Name andregistered seat of the Certificate holder
Yung-Li Co. Ltd., Da Pu Industrial Zone, Cang Zi, Chang Ping Town, 523571 DONG GUAN CITY,
Guangdong, CHINA

Aktenzeichen / File ref. letzte Anderung / updated Datum / Date
1609800-5140-0005 / 171941 /| FG42 |/ HEG 2012-09-25 2004-04-27

Dieses Beiblatt ist Bestandteil des Zeichengenehmigungsausweises Nr. 40010145.
This supplement is part of the Certificate No. 40010145.

Starkstromleitungen fiur allgemeine Anwendungen
- Flexible Leitungen

mit thermoplastischer PVC-Isolierung

Cables for general applications

- Flexible cables with

thermoplastic PVC insulation

Fertigungsstétte(n)
Place(s) of manufacture

Referenz/Reference Yung-Li Co. Ltd.

30008928 Da Pu Industrial Zone, Cang Zi
Chang Ping Town
523571 DONG GUAN CITY
Guangdong
CHINA

VDE Pruf- und Zertifizierungsinstitut GmbH
VDE Testing and Certification Institute
Fachgebiet FG42

Section FG42

VDE Priif- und Zertifizierungsinstitut GmbH * Testing and Certification Institute

Merianstrasse 28, D-63069 Offenbach Phone + 49 (0) 69 83 06-0
Telefax + 49 (0) 69 83 06-555



VDE Pruf- und Zertifizierungsinstitut Ausweis-Nr. /  Infoblatt /

Certificate No. Info sheet

Zeichengenehmigung 40010145

Name und Sitz des Genehmigungs-Inhabers / Name andregistered seat of the Certificate holder
Yung-Li Co. Ltd., Da Pu Industrial Zone, Cang Zi, Chang Ping Town, 523571 DONG GUAN CITY,
Guangdong, CHINA

Aktenzeichen / File ref. letzte Anderung / updated Datum / Date
1609800-5140-0005 / 171941 | FG42 |/ HEG 2012-09-25 2004-04-27

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40010145
This supplement is only valid in conjunction with page 1 of the Certificate No. 40010145.

Genehmigung zum Benutzen des auf Seite 1 abgebildeten markenrechtlich geschitzten Zeichens des
VDE:

Grundlage fur die Benutzung sind die Allgemeinen Geschéftsbedingungen (AGB) der VDE Pruf- und
Zertifizierungsinstitut GmbH (www.vde.com\AGB-Institut). Das Recht zur Benutzung erstreckt sich nur
auf die bezeichnete Firma mit den genannten Fertigungsstatten und die oben aufgefiihrten Produkte
mit den zugeordneten Bezeichnungen. Die Fertigungsstatte muss so eingerichtet sein, dass eine
gleichmafige Herstellung der gepriften und zertifizierten Ausfiihrung gewéahrleistet ist.

Die Genehmigung ist so lange gultig wie die VDE-Bestimmungen gelten, die der Zertifizierung zu-
grunde gelegen haben, sofern sie nicht auf Grund anderer Bedingungen aus der VDE Pruf- und
Zertifizierungsordnung (PM102) zurtickgezogen werden muss.

Der Glltigkeitszeitraum einer VDE-GS-Zeichengenehmigung kann auf Antrag verlangert werden. Bei
gesetzlichen und / oder normativen Anderungen kann die VDE-GS-Zeichengenehmigung ihre Giiltigkeit
zu einem friheren als dem angegebenen Datum verlieren.

Produkte, die das Biozid Dimethylfumarat (DMF) enthalten, dirfen gemaR der Kommissionsent-
scheidung 2009/251/EG nicht mehr in den Verkehr gebracht oder auf dem Markt bereitgestellt
werden.

Der VDE-Zeichengenehmigungsausw eis wird ausschlie8lich auf der ersten Seite unterzeichnet.

Approval to use the legally protected Mark of the VDE as shown on the first page:

Basis for the use are the general terms and conditions of the VDE Testing and Certification Institute
(www .vde.com\terms-institute). The right to use the mark is granted only to the mentioned company
with the named places of manufacture and the listed products with the related type references. The
place of manufacture shall be equipped in a way that a constant manufacturing of the certified
construction is assured.

The approval is valid as long as the VDE specifications are in force, on which the certification is
based on, unless it is withdrawn according to the VDE Testing and Certification Procedure
(PM102E).

The validity period of a VDE-GS-Mark Approval may be prolonged on request. In case of changes in
legal and / or normative requirements, the validity period of a VDE-GS-Mark Approval may be
shortened.

Products containing the biocide dimethylfumarate (DMF) may not be marketed or made available on
the EC market according to the Commission Decision 2009/251/EC.

The approval is solely signed on the first page.
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